
 

Release Notes 3.13.12 
elmeg IP620 / IP630 

 

1. Whats is new? 

• Universal audio device detection for USB-port 

• Support for bintec elmeg Feature Sync 

• LDAPS support 

• Number of local phonebook entries enlarged from 100 to 500 entries 

• New options for DND button (incl. fixes for signaling) 

• Next call anonymous shortcut via programmable key 

2. Enhancements 

• [Security] PHP library updated 

• Microphone sensitivity increased 

• Receiver and (corded) headset volume decreased (were reported from the field as too loud) 

• XML directory improvements 

• Improved handling of import for local phonebook 

• Improved handling of call transfer 

• Cleanup of PBX system list for bintec elmeg devices 

• Changes by provisioning are directly shown in WebUI 

• Improved handling of anonymous call info 

• Deactivated SIP multicast for bintec elmeg devices 

• Update of new bintec elmeg logos in WebUI 

• Volume settings for Receiver, Handsfree and Headset adjusted 

• New CA Certificate for RoutIT 

• Feature sync - popup for silent mode 

• DHCP options can be deactivated via Expert menu 

3. Bugfixes 

• HTTPS provisioning fixed 

• Handling of call forward and speech paths in combination with LDAP fixed 

• Feature sync - NOTIFY is correctly parsed 

• Feature sync - option not available in WebUI fixed 

• Feature sync - display-content when pressing a Feature sync-key is fixed 

• Feature sync - wrong connection fixed 

• Feature sync - Wrong HOLD procedure fixed 

• Device freeze when using BLF key in an active call fixed 

• Replacement of prefixes for redial fixed 

• Ringtones not available after update from 2.25.6 to 3.13.10 fixed 


